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Data Sheet

	IP Series Incubators



Features

· PID control with display of actual and set temperature
· Stainless steel radiused interior
· Adjustable shelf positions
· Adjustable vent
· Auto-recovery options
· Class 2 over temperature protection
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	Cat. No.
	IP60-U
IP60-UF
IP60-M
IP60-MF
	IP100-U
IP100-UF
IP100-M
IP100-MF
	IP150-U
IP150-UF
IP150-M
IP150-MF
	IP250-U
IP250-UF
IP250-M
IP250-MF

	Capacity (litres)
	60
	100
	150
	250

	Shelves Included
	2
	2
	2
	3

	Temp. Range, ˚C
	30 to 80 
	30 to 80 
	30 to 80 
	30 to 80 

	Internal Dims, HWD mm
	400 x 400 x 400
	500 x 500 x 400
	600 x 500 x 500
	1000 x 500 x 500

	External Dims, HWD mm
	590 x 735 x 575
	690 x 835 x 575
	790 x 835 x 675
	1190 x 835 x 675




The above is the standard specification. Any modification/deviation for the above will be clearly identified on the quotation front sheet
[image: ]		
image1.jpeg




image2.jpg
Leading specialists in laboratory and medical
sterilization and decontamination solutions.





image3.jpg
T: +44 (0) 1457 876221
F: +44 (0) 1457 870131
E: info@lte-scientific.co.uk LTE-SCIENTIFIC.CO.UK




